
We believe you shouldn’t have to pay 
extra to get authentic NZ quality.

Protect your home. Protect your family. 
In high wind and cyclonic areas, it’s sometimes necessary 
to engineer your garage or industrial door a little differently 
to ensure it withstands the particular stresses it may be 
subject to. Windsor Doors’ next generation Wind-Rated 
Roller Doors are ideal for use in homes, sheds, commercial 
and industrial warehouses in high wind prone areas.

Windsor Door’s Wind-Rated Roller Door has been 
engineered to the highest standard to withstand New 
Zealand’s wind pressures based on the NZ Building Code 
and AS/NZS 1170.2. This includes reinforced tracks, wind 
locks and bracing systems that prevent door failure under 
load.

Wind-Rated Roller 
Garage Door

We specialise in 
manufacturing and 
installing garage doors 
throughout New Zealand

Call 09 298 8655 or visit

Access
Authentic



Is Your Garage Door Ready for Severe Winds?

If you live in high wind and cyclonic areas, it’s necessary 
to engineer your garage door a little differently to 
ensure it withstands the particular stresses it may be 
subject to and minimise the potential damage to your 
home.

If you’re building or renovating in a wind-prone region, 
it’s critical to consult with qualified professionals 
and ensure your garage door meets the appropriate 
standards. 

New Zealand’s weather can be 
unpredictable and powerful. 
From fierce southerlies to tropical 
cyclones, high winds pose serious 
risks to homes across the country. 

Build for resilience
If you live in a wind-prone area, your garage door should 
be:

•	 Wind-rated to meet NZ Building Code and AS/NZS 
1170.2 standards

•	 Professionally installed with reinforced tracks and 
wind locks

•	 Designed for pressure resistance to reduce risk of 
failure

New builds and renovations in high wind zones should 
always include wind-resistant garage doors. It’s not just 
smart - it’s essential.

Why your garage door matters 

Your garage door is the largest opening in your home 
and often the most vulnerable during a storm. If it fails 
under pressure, it can:

•	 Allow wind and rain to enter your home

•	 Cause dangerous internal pressure changes

•	 Lead to roof and wall collapse

•	 Result in costly structural damage

Studies show Roller Doors can disengage from their 
tracks in high winds, leaving the curtain flapping and 
your home exposed.

Where to start
•	 Talk to a licensed builder or garage door specialist

•	 Check your region’s wind zone classification

•	 Review MBIE’s Resilient Homes Guide

•	 Upgrade older doors before the next storm

A properly rated garage door could be the difference 
between minor inconvenience and major disaster. Make 
sure your home is ready because when the wind picks 
up, preparation is everything.

Superior strength and rigidity are qualities of the unique design of the Windsor 
Doors Wind-Rated Roller Doors used in high wind or cyclonic locations.  



Submit opening 
measurements

3 easy steps to order your Wind-Rated Roller Door

Select a colour Select an opener and 
accessories1 2 3

Size and Wind Load Requirements1

Various design options to meet size and wind load requirements

Wind Classification
NZS 3604:2011 classifies wind areas into five 
zones (plus Specific Design). The criteria is based 
on “Wind Speed” and “Ultimate Limit State” (ULS). 
Please specify if wind classification required.

Mini Storage Lock Padbolt

Lock Options

WIND CLASSIFICATION WIND SPEED ULS STATIC AIR 
PRESSURE

MAXIMUM DOOR 
HEIGHT

MAXIMUM DOOR 
WIDTH

Low 32m/s 0.67 kpa 4.8m 4.8m

Medium 37m/s 0.9 kpa 4.8m 4.8m

High 44m/s 1.28 kpa 4.8m 4.8m

Very High 50m/s 1.65 kpa 4.8m 4.8m

Extra High 55m/s 2.0 kpa 4.8m 4.8m

Specific Design (SD) over 55m/s NA NA

Wind Speed & ULS Air Pressures derived from NZ 3604 

If a Wind-Rated Door is specified this is rated to “Extra Hight” (55m/s 2.0kpa) 

Testing performed by “Cyclone Testing Station“ James Cook University, Queensland, Australia.

Guide Options
40mm – standard on doors up to 4.0m wide 
63mm – on doors over 4.0m wide (or can be upgraded 
on smaller width doors) 
Windlock Guide - for “Wind-Rated” Doors

Drive Options

Size Specification
Series A – up to 3.2m high x 3.2m wide 
Series B – up to 4.8m high x 4.8m wide

Centre Lock

Planetary Gear option Direct Drive option



Colour Options2

NOTE: The image, colours and patterns shown are provided as a guide only. Whilst we endeavour to get as close as possible, the limitations 
of printing processes make extremely accurate matches impossible. We strongly recommend comparing your choice with actual samples 
and discussing with your sales representative. Additionally, Windsor Doors reserves the right to vary or delete colours without notice.

Thunder Grey

Ebony

Flaxpod®

SandBar®

Ironsand

Karaka

Lignite

New Denim Blue

Permanent Green

Sandstone Grey

Scoria

Threadbow White Titania

Windsor Grey (LG)

Pioneer RedMist Green

Zincalume

Gull Grey

A Small Additional Investment For Greater Convenience3

Roller Door Openers

Fit your Windsor Doors Roller Door 
with an automatic opener for hassle 
free entry to and exit from your garage 
or shed.

All of our openers are engineered to 
the highest standards ensuring easy 
operation, optimum performance, long 
life and peace of mind.

Left hand  
installation

Right hand  
installation

.
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Call 09 298 8655 or visit

Grey Friars

Slate


